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*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS. | O
<[ D
1. A MINIMUM OF 6 WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT—OF—=WAY. IF THIS WALKWAY IS SHARED WITH A BIKE PATH, THE MINIMUM WIDTH IS 12’ ~
L1
2. STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET. —
A
3. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 60 FEET ALONG THE RIGHT—OF—WAY AND BE LOCATED WITHIN 2 FEET OF THE CURB. <
THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.
POLES SHALL BE 5” DIAMETER 14" MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A/125-BK). FOUNDATION BY ENGINEER.
BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB—607—1—5-BK)
LAMP ORDERING FORMAT
MODEL # LENS LED MODEL# VOLTAGE IES DIST. OPTIONS FINISH
REV FR—ACR 45W35C4K UNIVERSAL TYPE Il SA BK
§§
4. TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION. w“
SRRt
5. PAVING SECTION DETERMINED BY GEOTECHNICAL ENGINEER. BASE COURSE TO EXTEND 1" BEYOND CURB. % E
as®:;
6. ALL CURB IS 2 FEET WIDE. 5.9§§
e WA =
o VXS
7. HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS: b et E

3. DESIGN SPEEDS GREATER THAN 40 MPH SHALL BE REVIEWED ON AN INDIVIDUAL BASIS.

9. LOCATION OF MULTI=USE TRAIL TO BE SHOWN ON MASTER STREET PLAN MAP.

Springdale, Arkansas 72764
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*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS.

1. A MINIMUM OF 6 WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT—OF—WAY.
2. STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.

5. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 60 FEET ALONG THE RIGHT—OF—=WAY AND BE LOCATED WITHIN 2 FEET OF THE CURB EDGE.
THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.

POLES SHALL BE 5" DIAMETER 14> MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A/125—BK). FOUNDATION BY ENGINEER.
BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB—607—1—5—BK)

MAJOR COLLECTOR STREET SECTION
JOHNSON,

LAMP ORDERING FORMAT

MODEL # LENS LED MODEL# VOLTAGE IES DIST. OPTIONS FINISH
REV FR—ACR 45W35C4K UNIVERSAL TYPE 1| SA BK

(@79) 756-1266
Fax: (479) 755-3570
www.eda-pa.com

4. STANDARD ELECTRIC LIGHT AT INTERSECTIONS

Civil Engineering / Landscape Architecture

Alternatives, PA

=
=
a.c
£.2
5 S
WA

5. TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION.

6. ALL CURB IS 2 FEET WIDE.

/. HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS;

Springdale, Arkansas 72764

134 West Emma Avenue
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*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS.

1. A MINIMUM OF 6 WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT—OF—=WAY. IF THIS WALKWAY IS SHARED WITH A BIKE PATH, THE MINIMUM WIDTH IS 12’

2. STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.

MINOR COLLECTOR STREET SECTION
JOHNSON, AR

5. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 60 FEET ALONG THE RIGHT—OF—=WAY AND BE CENTERED IN THE GREEN SPACE.
THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.

POLES SHALL BE 5" DIAMETER 14" MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A/125—BK). FOUNDATION BY ENGINEER.

BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB—607—1—-5—BK)

5. PAVING SECTION DETERMINED BY CITY OF JOHNSON STANDARDS OR THE GEOTECHNICAL ENGINEER. BASE COURSE TO EXTEND 1° BEYOND CURB.

LAMP ORDERING FORMAT o b sst
MODEL # LENS LED MODEL# VOLTAGE [ES DIST. OPTIONS FINISH &g
REV FR—ACR 45W35C4K UNIVERSAL TYPE I SA BK - §
CHEE=N
2g8;
4. TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION. égg i
S&=:

6. ALL CURB IS 2 FEET WIDE.

/7. HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AND STREET INTERSECTIONS.

Springdale, Arkansas 72764

134 West Emma Avenue

8. LOCATION OF MULTI=USE TRAIL TO BE SHOWN ON THE MASTER STREET PLAN MAP
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*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS. @)
O
1. A MINIMUM OF 5 WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT—OF—WAY. _
2. STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.
5. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 200 FEET ON ONE SIDE AND AT EACH INTERSECTION CENTERED WITHIN THE GREENSPACE.
THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.
POLES SHALL BE 5" DIAMETER 14" MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A/125—BK). FOUNDATION BY ENGINEER.
BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB—607—-1—5—BK)
LAMP ORDERING FORMAT
MODEL # LENS LED MODEL# VOLTAGE [ES DIST. OPTIONS FINISH SR
REV FR—ACR 45W35C4K UNIVERSAL TYPE Il SA BK ﬂ-g %%é
g 2 °
= E
4. TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION. Egﬁg?
=g~y
5. ALL CURB IS 2 FEET WIDE. E@guﬁ’
b D en 5

6. HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS;

Springdale, Arkansas 72764

134 West Emma Avenue

SHEET — 4



AutoCAD SHX Text
CUT

AutoCAD SHX Text
3:1 MAX. SLOPE

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
2.00%%% SLOPE

AutoCAD SHX Text
CL

AutoCAD SHX Text
3.33% SLOPE

AutoCAD SHX Text
3.33% SLOPE

AutoCAD SHX Text
6"

AutoCAD SHX Text
TYPICAL LOCAL STREET X-SECTION 

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
GREEN SPACE

AutoCAD SHX Text
GREEN SPACE

AutoCAD SHX Text
VEHICULAR LANE

AutoCAD SHX Text
VEHICULAR LANE

AutoCAD SHX Text
DRAWN BY: SDG

AutoCAD SHX Text
CHECKED BY: JRG

AutoCAD SHX Text
EDA JOB NUMBER:

AutoCAD SHX Text
LOCAL STREET SECTION

AutoCAD SHX Text
JOHNSON, AR

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
EARTHPLAN DESIGN

AutoCAD SHX Text
ALTERNATIVES, P.A.

AutoCAD SHX Text
No. 322

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
DATE       REVISION NO.     REVISION

AutoCAD SHX Text
P:\PROJECTS\1235.3_J\CITY MAPS_FLU, MSP, ZONING\STREET SECTIONS\1235 MSP STREET SECTIONS.DWG  LAST SAVED:5/9/2017 3:02 PM 5/9/2017 3:02 PM PLOT DATE:5/9/2017 3:07 PM5/9/2017 3:07 PM

AutoCAD SHX Text
FILENAME: 1235 MSP 1235 MSP STREET SECTIONS.DWG

AutoCAD SHX Text
1235.3

AutoCAD SHX Text
DATE: 5/9/20175/9/2017

AutoCAD SHX Text
9/20/2016   1   1-WAY STREET ADDITIONS

AutoCAD SHX Text
SCALE: 1" = 1/8 MILE (660')

AutoCAD SHX Text
*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS.  1. A MINIMUM OF 5' WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT-OF-WAY.  A MINIMUM OF 5' WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT-OF-WAY.  2.  STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.   STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.  3. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 200 FEET ON ONE SIDE AND AT EACH INTERSECTION CENTERED WITHIN THE GREENSPACE. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 200 FEET ON ONE SIDE AND AT EACH INTERSECTION CENTERED WITHIN THE GREENSPACE. THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.  POLES SHALL BE 5" DIAMETER 14' MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514-A/125-BK). FOUNDATION BY ENGINEER. BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB-607-1-5-BK) 4. TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION.  TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION.  5. ALL CURB IS 2 FEET WIDE. ALL CURB IS 2 FEET WIDE. 6. HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS;HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS;

AutoCAD SHX Text
 LAMP ORDERING FORMAT

AutoCAD SHX Text
MODEL #

AutoCAD SHX Text
LENS

AutoCAD SHX Text
LED MODEL#

AutoCAD SHX Text
VOLTAGE

AutoCAD SHX Text
IES DIST.

AutoCAD SHX Text
OPTIONS

AutoCAD SHX Text
FINISH

AutoCAD SHX Text
REV

AutoCAD SHX Text
FR-ACR

AutoCAD SHX Text
45W35C4K

AutoCAD SHX Text
UNIVERSAL

AutoCAD SHX Text
TYPE III

AutoCAD SHX Text
SA

AutoCAD SHX Text
BK

AutoCAD SHX Text
SHEET - 4


||||||||||nI

.HNSON
ARKANSAS

—— EST. 1881

ONE-WAY STREET

FOR THE CITY OF JOHNSON, ARKANSAS

\FILL

S:1 MAX. SLOPE

ONE—WAY STIREET X—=5ECTION

50" RIGHT—OF—-WAY —
ﬁ/
”f
[/
i
\
—— MINIMUM 21’
- MINIMUM 20’ —
5" VEHICULAR LANE — 5 —
2007 siope _ - i
 ,
SIDEWALK
- _23.30% SLOPE. _3.33% SLOPE_ ~ — T
) ’ o .'0"0'0'0'00- L: :92%9:@?%:%; :o%wc; :5#{ OOO :5#{ OO CZ%:Q% -..QQQ'. res e o. Il o f—-—— MINIMUM 5’ — .
\j e BEEERERT \\/ % j %// ““”' e e GREEN SPACE A e
A =] e By IS )
éﬂéﬂEﬂEﬂR3ﬂzﬂEﬂEﬂRﬂﬂ;ﬂEﬂEfﬁiT:TiﬂEfﬁiﬂ‘WPﬂF{WﬂW*miﬂEfEﬂW:WiﬂEjﬁéﬁzmzﬂEjﬁéﬁzmzﬂEﬂﬁ;
H:H‘:‘H‘:H‘:H\* — T — T — 1 — —T "‘7”‘7‘Hi‘”:‘”:”‘i”‘:”"

N.T.

S.

*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS.

1.

2.

A MINIMUM OF 5 WIDE PEDESTRIAN SIDEWALK IS REQUIRED ALONG THE RIGHT—OF—WAY.

STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET.

STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 200 FEET AND AT EACH INTERSECTION CENTERED WITHIN THE GREENSPACE.
THE LAMP SHALL BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER.

POLES SHALL BE 5" DIAMETER 14" MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A/125—BK). FOUNDATION BY ENGINEER.
BASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDER# PLB—607—1—5—BK)
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LED MODEL#

VOLTAGE
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OPTIONS

FINISH
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FR—ACR

45W35C4K

UNIVERSAL

TYPE I

SA

BK

TREES SHALL BE SPACED AS DESCRIBED ON THE TREE LIST AND BE CENTERED IN THE GREEN SPACE. SEE TREE LIST FOR ADDITIONAL INFORMATION.

ALL CURB IS 2 FEET WIDE.

HANDICAPPED CURB RAMPS SHALL BE PROVIDED WHEREVER A SIDEWALK CROSSES A CURB AT CROSSWALKS, DRIVEWAYS, AND STREET INTERSECTIONS;
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*SIDEWALKS SHALL BE CONSTRUCTED OF PORTLAND CEMENT CONCRETE THAT MEETS THE AHTD
REQUIREMENTS FOR CLASS A AIR ENTRAINED CONCRETE WITH 4 INCHES OF THICKNESS. 3. TREES SHALL BE SPACED A MINIMUM OF 25 FEET APART AND BE CENTERED IN THE GREEN SPACE.
 STANDARD HEIGHT TO THE STREET LIGHT HEAD SHALL BE 14 FEET LARGE STREET TREES IN THE CORRIDOR OVERLAY DISTRICT PLANT LIST SHALL BE USED.
0. STREET LIGHTS SHALL BE PEMCO REVERE RADIANT. A LAMP POST SHALL BE PROVIDED EVERY 60 FEET n CONTRACTION JOINTS SHALL BE PLACED EVERY 10 FEET. THESE JOINTS SHALL BE SAW—CUT. 5 e
ALONG THE RIGHT—OF—WAY AND BE LOCATED WITHIN 2 FEET OF THE SIDEWALK EDGE. THE LAMP SHALL CO0LED JOINTS WILL NOT BE ALLOWED. N
BE PROVIDED AND INSTALLED BY THE DEVELOPER AND MAINTAINED BY THE CITY OF JOHNSON THEREAFTER. - 91
POLES SHALL BE 5” DIAMETER 14’ MOUNT HEIGHT, ROUND, STRAIGHT, AND BLACK (ORDER# 514—A /125-BK). FOUNDATION BY ENGINEER. s £
CASE SHALL BE A DECORATIVE WRAP AROUND BASE (ORDERE PLO-807—1—5-BK) 5, EXPANSION JOINTS SHALL BE PLACED EVERY 100 FEET. EXPANSION JOINTS SHALL BE St
A MINIMUM OF 2’ AND EXTEND THE FULL DEPTH OF THE CONCRETE. EXPANSION JOINT £25
MATERIAL SHALL MEET AASHTO M213 FOR AN ASPHALTIC FIBER EXPANSION JOINT EEL

_AMP ORDERING FORMAT MATERIAL AND INSTALLED WITH A ZIP STRIP WHICH IS REMOVED AFTER THE CONCRETE
HAS CURED AND SEALED WITH A MASTIC SEALER.
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MGUTTERLNE (NOT A SAW LINE OR JOINT)
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EACH SIDE OF CURB AND GUTTER ARE NOT PRESENT
DRIVEWAY TO REMOVE EXISTING CURB, A FULL DEPTH SAWCUT

SHALL BE MADE AT CURB AND STREET PAVING JOINT.
ANY DAMAGE TO THE STREET SHALL BE REPAIRED AT

CONTRACTOR’S EXPENSE. BACK OF CURB ONLY REMOVAL
IS ALLOWED AS AN ALTERNATE, COORDINATE WITH CITY INSPECTOR.

COMMERCIAL DRIVEWAY DETAIL

N.T.S.

6. CONTRACTION JOINTS TO BE PLACED IN CONCRETE DRIVEWAY AT NO MORE THAN 15
Bt TWEEN PARALLEL JOINTS.

COMMERCIAL DRIVEWAY
JOHNSON, AR

1. RETURNS RADI SHALL BE A MINIMUM OF 30" MEASURED TO BACK OF CURB FOR
STREETS CLASSIFIED AS COLLECTOR OR BELOW, 40" FOR MINOR ARTERIALS, AND /. ALL SIDEWALKS AND DRIVEWAYS TO HAVE A BROOM FINISH

50° FOR MAJOR ARTERIALS.
3. NOTIFY THE CITY NO LESS THAN ONE WORKING DAY BEFORE PLACEMENT OF CONCRE TE

2. CONCRETE DRIVEWAY APRON SHALL BE A MINIMUM OF 67 THICK. FOR SIDEWALKS OR DRIVEWAYS.

9. ALL CONCRETE FOR TRAFFIC BEARING CURB AND GUTITER, SIDEWALKS, AND DRIVEWAYS SHALL

S ASPHALT SHALL BE SURFACE COURSE FORTASEHALT DRIVEWATS. MEET AHTD REQUIREMENTS FOR CLASS S (AE) ENTRAINED CONCRETE WITH A MINIMUM 28 DAY

ASPHALTIC FIBER EXPANSION JOINT MATERIAL AND INSTALLED WITH A ZIFP STRIP WHICH 12. CONCRETE HEADWALLS SHALL BE CONSTRUCTED ON THE UPSTREAM AND DOWNSTREAM SIDES OF THE

4. IF THERE IS NO SIDEWALK, THE DRIVEWAY APRON SHALL BE 6 AS MEASURED OMPRESSIVE S IRENGTR OF 4,000 P4 Shd
PERPENDICULAR FROMEBACK OF CURE OR EDGE OF PAVEMENT 10. DRIVEWAY APRON AND MODIFIED CURB SHALL BE PLACED MONOLITHICALLY. _ 8
CHEE=N
5. EXPANSION JOINTS SHALL BE A MINIMUM OF 3" AND EXTEND THE FULL DEPTH 11. REFER TO STREET DESIGN CRITERIA FOR SIDEWALK AND GREENSPACE WIDTHS. 25
OF THE CONCRETE. EXPANSION JOINT MATERIAL SHALL MEET AASHTO M213 FOR AN FEL
%) 8

S REMOVED AFTER THE CONCRETE HAS CURED AND SEALED WITH A MASTIC SEALER. DRAINAGE SYSTEM WHERE NO OTHER DRAINAGE STRUCTURE IS REQUIRED. §
OTHER ALLOWABLE EXPANSION JOINT MATERIAL ARE 17X6" OR 2"X6" PRESSURE TREATED é“:
PINE, REDWOOD OR WESTERN RED CEDAR WITH NAILS DRIVEN THROUGH EACH SIDE TO 15. APRON SHALL BE GRADED SO THAT SIDEWALK CONTINUES WITHOUT GRADE BREAKS ALONG ROADWAY z

Springdal

PREVENT THE BOARD FROM BEING PUSHED OUT OF THE JOINT.

4. DRIVEWAY SHALL BE HARD SURFACE FOR ANY SLOPES OVER 8%
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WHEN REMOVING EXISTING CURB MAKE
A FULL DEPTH SAWCUT AT CURB AND
AT STREET JOINT. ANY DAMAGE TO

THE STREET SHALL BE REPAIRED AT
CONTRACTOR’S EXPENSE

GUTTERLINE (IF SAWCUT FOR DRIVEWAY INSTALLATION, THEN
SEAL OVER—CUT AREAS AS SHOWN USING DETAIL BELOW

RESIDENTIAL DRIVEWAY De TAIL

o CONCRETE JOINT SEALANT SHALL BE SONNEBORN
"SONOLASTIC SLI” OR AN APPROVED EQUAL

JOINT SEALANT DETAIL

N.T.S.

RESIDENTTAL DRIVEWAY
JOHNSON, AR

CONTRACTION JOINTS TO BE PLACED IN CONCRETE DRIVEWAY AT NO MORE THAN 15
BETWEEN PARALLEL JOINTS

1. CURB RADII SHALL BE 5 MEASURED TO BACK OF CURB 6.

2. CONCRETE DRIVEWAY APRON SHALL Bt A MINIMUM OrF 6 THICK 7 ALL SIDEWALKS AND DRIVEWAYS TO HAVE A BROOM FINISH

S ASPHALT SHALL BE SURFACE COURSE FORASPHALT DRIVEWATS 8. CITY SHALL INSPECT ALL PROPOSED SIDEWALKS AND DRIVEWAYS IN PUBLIC RIGHT OF WAY PRIOR

, 10 CONCRETE OR ASPHALT PLACEMENT. PROVIDE 24 HOURS NOTICE PRIOR TO PLACEMENT.
4. IF THERE IS NO SIDEWALK, THE DRIVEWAY APRON SHALL BE 6 AS MEASURED

PERPENDICULAR FROM BACK OF CURB OR EDGE OF PAVEMENT 9. ALL CONCRETE FOR TRAFFIC BEARING CURB AND GUTTER., SIDEWALKS, AND DRIVEWAYS SHALL

MEET AHTD REQUIREMENTS FOR CLASS S (AE) ENTRAINED CONCRETE WITH A MINIMUM 28 DAY
COMPRESSIVE STRENGTH OF 4,000 PSI

(479) 756-1266
om

X: (479) 755-3570

www.eda-pa.c

5. EXPANSION JOINTS SHALL BE A MINIMUM OF 5 AND EXTEND THE FULL DEPTH
OF THE CONCRETE. EXPANSION JOINT MATERIAL SHALL MEET AASHTO M215 FOR AN
ASPHALTIC FIBER EXPANSION JOINT MATERIAL AND INSTALLED WITH A ZIFP STRIP WHICH 10. DRIVEWAY APRON AND MODIFIED CURB SHALL BE PLACED MONOLITHICALLY.

S REMOVED AFTER THE CONCRETE HAS CURED AND SEALED WITH A MASTIC SEALER.
OTHER ALLOWABLE EXPANSION JOINT MATERIAL ARE 17X6" OR 2"X6” PRESSURE TREATED

PINE, REDWOOD OR WESTERN RED CEDAR WITH NAILS DRIVEN THROUGH EACH SIDE TO
PREVENT THE BOARD FROM BEING PUSHED OUT OF THE JOINT.

ring / Landscape Architecture
Fa

Alternatives, PA

Civil Enginee

1. REFER TO STREET DESIGN CRITERIA FOR SIDEWALK AND GREENSPACE WIDTHS.

% Design

72764

=
=
=
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S
i

12. APRON SHALL Bt GRADED SO THAT SIDEWALK CONTINUES WITHOUT GRADE BREAKS ALONG ROADWAY

134 West Emma Avenue
Springdale, Arkansas

15. DRIVEWAY SHALL BE HARD SURFACE FOR ANY SLOPES OVER 8%

SHEET - 8



AutoCAD SHX Text
GREENSPACE (5' TYP.)

AutoCAD SHX Text
SIDEWALK (5' TYP.)

AutoCAD SHX Text
A

AutoCAD SHX Text
HATCHED AREA IS DRIVEWAY APRON

AutoCAD SHX Text
10' MIN.

AutoCAD SHX Text
MATCH EXISTING OR AS DIRECTED

AutoCAD SHX Text
5' RADIUS (TYP.)

AutoCAD SHX Text
TAPER CURB RETURNS FROM 6" 

AutoCAD SHX Text
GUTTERLINE (IF SAWCUT FOR DRIVEWAY INSTALLATION, THEN

AutoCAD SHX Text
SEAL OVER-CUT AREAS AS SHOWN USING DETAIL BELOW

AutoCAD SHX Text
AT STREET TO 0" AT SIDEWALK

AutoCAD SHX Text
WHEN REMOVING EXISTING CURB MAKE

AutoCAD SHX Text
A FULL DEPTH SAWCUT AT CURB AND

AutoCAD SHX Text
AT STREET JOINT. ANY DAMAGE TO 

AutoCAD SHX Text
THE STREET SHALL BE REPAIRED AT 

AutoCAD SHX Text
CONTRACTOR'S EXPENSE

AutoCAD SHX Text
OPTIONAL 45 

AutoCAD SHX Text
DEGREE TAPER

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
A

AutoCAD SHX Text
RESIDENTIAL DRIVEWAY DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
MIN. 18" RCP

AutoCAD SHX Text
DRAIN PIPE TO BE PLACED IN 

AutoCAD SHX Text
CENTER OF DITCH WHEN CURB

AutoCAD SHX Text
AND GUTTER ARE NOT PRESENT

AutoCAD SHX Text
MODIFIED CURB

AutoCAD SHX Text
2.00%%% MAX

AutoCAD SHX Text
2.00%%% MIN.

AutoCAD SHX Text
(TYP.) SIDEWALK

AutoCAD SHX Text
(MIN.) GREENSPACE

AutoCAD SHX Text
MATCH EXISTING DRIVEWAY.

AutoCAD SHX Text
MAXIMUM SLOPE 8%%% UNLESS

AutoCAD SHX Text
OTHERWISE APPROVED BY CITY

AutoCAD SHX Text
PAVEMENT STRUCTURE

AutoCAD SHX Text
SUBGRADE SHALL BE

AutoCAD SHX Text
FIRM, STABLE AND FREE

AutoCAD SHX Text
OF ORGANICS OR OTHER

AutoCAD SHX Text
DELETERIOUS MATERIAL

AutoCAD SHX Text
4" COMPACTED BASE

AutoCAD SHX Text
(CLASS 7 AGGREGATE OR SCREENINGS)

AutoCAD SHX Text
SECTION A-A

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
JOINT SEALANT DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
2.0"

AutoCAD SHX Text
3/8" BACKER ROD 

AutoCAD SHX Text
CONCRETE JOINT SEALANT SHALL BE SONNEBORN

AutoCAD SHX Text
"SONOLASTIC SLI" OR AN APPROVED EQUAL

AutoCAD SHX Text
DRAWN BY: SDG

AutoCAD SHX Text
CHECKED BY: JRG

AutoCAD SHX Text
EDA JOB NUMBER:

AutoCAD SHX Text
RESIDENTIAL DRIVEWAY

AutoCAD SHX Text
JOHNSON, AR

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
EARTHPLAN DESIGN

AutoCAD SHX Text
ALTERNATIVES, P.A.

AutoCAD SHX Text
No. 322

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
DATE       REVISION NO.     REVISION

AutoCAD SHX Text
P:\PROJECTS\1235.3_J\CITY MAPS_FLU, MSP, ZONING\STREET SECTIONS\1235 MSP STREET SECTIONS.DWG  LAST SAVED:5/9/2017 3:02 PM 5/9/2017 3:02 PM PLOT DATE:5/9/2017 3:25 PM5/9/2017 3:25 PM

AutoCAD SHX Text
FILENAME: 1235 MSP 1235 MSP STREET SECTIONS.DWG

AutoCAD SHX Text
1235.3

AutoCAD SHX Text
DATE: 5/9/20175/9/2017

AutoCAD SHX Text
9/20/2016   1   1-WAY STREET ADDITIONS

AutoCAD SHX Text
SCALE: 1" = 1/8 MILE (660')

AutoCAD SHX Text
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CURB AND GUTTER DETAIL
omison  FOR THE CITY OF JOHNSON, ARKANSAS

ARKANSAS

—— EST. 1881

R 1/4 -

GUTTER SLOPE
TO MATCH
STREET SLOPE
(2.0% TYP.)

—

95% MODIFIED PROCTOR 9= 5" MIN.
x\ (NOTE A)
4" MIN.
(NOTE B)
12" 24"
STANDARD CURB AND GUITITER

N.T.S.

CONCRETE SHALL BE CLASS B, 5500 PSI, 4—7/% AIR ENTRAINED.
CONCRETE MAY NOT BE PLACED IF A FALLING AIR TEMPERATURE

FALLS BELOW 40 DEGREES FAHRENHEIT NOR RESUMED UNTIL AN
ASCENDING AIR TEMPERATURE RISES ABOVE 45 DEGREES FAHRENHEIT
WITHOU T SPECIFIC AUTHORITY FROM THE CITY REPRESENTATIVE. ALL
CONCRETE MATERIALS HANDLING, PLACING, JOINTING, SAMPLING,
FINISHING AND CURING SHALL BE PER CITY STANDARDS SPECIFICATIONS.

CONTRACTION JOINTS SHALL BE PLACED AT 15 INTERVALS WITH EXPANSION
JOINTS AT 75" INTERVALS.

ALL CONTRACTION JOINTS SHALL BE SEALED WITH SONNEBORN® SONOLASTIC

SL 1 ™ (OR APPROVED EQUAL) ACCORDING TO MANUFACTURER'S INSTRUCTIONS
PRIOR TO FINAL ASPHALT PLACEMENT.

EXPANSION JOINT MATERIAL SHALL BE REQUIRED AT ALL STATIONARY STRUCTURES

OR AS DIRECTED BY ENGINEER. THE EXPANSION MATERIAL SHALL BE 5 ASPHALT
IMPREGNATED FIBERBOARD CONFORMING TO AASHTO M—=215. MATERIAL SHALL Bt

LEFT LOWER OR TRIMMED TO BE 3" BELOW THE TOP OF CURB.

EXPANSION JOINT MATERIAL SHALL BE FULL DEPTH OF THE CURB AND
PERPENDICULAR TO THE CURB LINE.

ALL CURB AND GUTTER SHALL ReECEIVE A BROOM FINISH.

CONTRACTORS SHALL PROVIDE THE CITY 24 HOURS NOTICE WHEN FORMS OR
STRINGLINE ARE READY PRIOR TO CONCRETE PLACEMENT.

FOR CONCRETE STREETS, IF THE CURB AND GUTTER IS CAST SEPARATELY,
57 DOWEL RODS 30" LONG SHALL BE PROVIDED A MINIMUM OF EVERY 30" ON—CENTER.

R 1/4

I
|

F\)B”
277 Nﬁ

|

" MIN.

24"
MODIFIED CURB AND GUITTER

(PLACED ACROSS ALL DRIVEWAYS)

N.T.S.

- MONOLITHICALLY CAST WITH THE STREET, THICKNESS
SHALL MATCH STREET PAVING THICKNESS.

IF PAVEMENT SECTION IS 10" THICK OR MORE, 4~ OF
CLASS / AGGREGATE SHALL EXTEND UNDER CURB AND
T FOOT BEYOND. IF THE PAVEMENT SECTION IS LESS

THAN 107 THICK, THE CURB AND GUTTER MAY BE

PLACED ON SUBGRADE. SUBGRADE SHALL BE PROOF—=ROLLED
BY A LOADED TANDEM—AXEL DUMP TRUCK.

REVISION
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[OHNSON
ARKANSAS

—— EST. 1881

NOTES:

PAVEMENT REPAIR DETAIL
FOR THE CITY OF JOHNSON, ARKANSAS

7. ALL CONCRETE FOR TRAFFIC BEARING CURB AND GUTTER, SIDEWALKS, AND DRIVEWAYS SHALL
MEET AHTD REQUIREMENTS FOR CLASS S (AE) ENTRAINED CONCRETE WITH A MINIMUM 28 DAY
COMPRESSIVE STRENGTH OF 4,000 PSI.

2. PERMANENT REPAIRS TO BE USED ONLY WHERE ADJACENT PAVEMENT IS TO
REMAIN. USE TEMPORARY PATCH IN AREAS WHERE ADJACENT PAVEMENT IS
TO BE REMOVED OR RECONSTRUCTED.

5. ASPHALT FOR TEMPORARY REPAIRS MAY BE HOT MIX OR COLD MIX.

EXISTING
PAVEMENT

MIN. 27 ASPHALT

N )

MATCH EXISTING

\

N

ITEMPORARY PAVEMENT REPAIR

JOINT SEALER (TYP.)
SEE SPECIFICATIONS

CLASS 7 A.B.C. BACKFILL COMPACT TO
MODIFIED PROCTOR DENSITY

12" = 12"

4. COLORED CONCRETE, WHEN ASPHALT IS NOT AVAILABLE,
SHALL BE AN INTEGRAL COLOR MIX .  SOLOMON DRY PIGMENT —
908 CARBON BLACK "ASPHALT” (1 — 25 LB. BAG PER 3 YARDS), OR
APPROVED EQUAL. TOTAL THICKNESS OF PAVEMENT SHALL BE

6 INCHES.
SAW CUT EXISTING 2" ACHM SURFACE
PAVEMENT
EfigﬁgiT (SEE NOTE 4) MATCH EXISTING
,//rGRADE
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SAWCUT
PAVEMENT (TYP.)
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'
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) f ) ASPHALT PAVEMENT REPAIR
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N

CONCRETE PAVEMENT REPAIR

9” CONCRETE (MATCH EXIST.
GRADE)

CLASS 7 A.B.C. BACKFILL COMPACT TO
95% MODIFIED PROCTOR DENSITY
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OHNSON FOR THE CITY OF JOHNSON, ARKANSAS
ARKANSAS S |5
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GENERALLY: o
X
1. ALL PLANTS MUST BE HEALTHY, VIGOROUS AND FREE OF PESTS AND DISEASE. 0 "
O L NC\lj
M &)
2. STANDARDS SET FORTH IN "AMERICAN STANDARD FOR NURSERY STOCK” REPRESENT GUIDELINE SPECIFICATIONS ONLY AND SHALL CONSTITUTE MINIMUM QUALITY S| é%
REQUIREMENTS FOR PLANT MATERIAL. N %
ANEEIE
|_
3. ALL TREES MUST BE STRAIGHT TRUNKED AND FULL HEADED, UNLESS SPECIFIED OTHERWISE, AND MUST MEET ALL REQUIREMENTS SPECIFIED ON PLANS. ) ;2] 5 2 "
m | o =z m g
. O —
4. ALL TREES AND SHRUBS SHALL BE INSTALLED PER STANDARD CITY OF JOHNSON, AR’S REQUIREMENTS. % G| Y2 %g
||l ola -
Ol oun|w L wm
5. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES j
DURING THE COURSE OF THE WORK. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY AND ALL DAMAGE TO UTILITIES, STRUCTURES, SITE APPURTENANCES, | J—
ETC. WHICH OCCURS AS A RESULT OF THE LANDSCAPE CONSTRUCTION AT NO COST TO THE OWNER. | b Pt 41%?
fo T TN
A )
6. NO STREET TREES OR PARK TREES OTHER AN THOSE OF A MAXIMUM 20 FEET TALL MAY BE PLANTED UNDER OR WITHIN TEN LATERAL FEET OF ANY OVERHEAD r [ Fowmmoso’;
UTILITY WIRE OR OVER OR WITHIN TEN LATERAL FEET OF AN UNDERGROUND WATERLINE, SEWER LINE, TRANSMISSION LINE OR OTHER UTILITY. r | ALy
%?8;% , ﬁﬁ@“’s
7. THE FOLLOWING TREES ARE NOT ALLOWED TO BE PLANTED IN THE CITY OF JOHNSON’S RIGHT OF WAY: ”f* N e
| JOM—
ACER NEGUNDO.wveiveooeo, BOX ELDER @\ |
ACER SACCHARINUM .....ovoiviii, SILVER MAPLE
AILANTHUS ALTISSIMA............... TREE—OF—HEAVEN SET TREE PLUMB SO MAIN LEADER IS STRAIGHT.
ALBIZIA JULIBRISSIN .ovoeoo MIMOSA /SILK TREE
FRAXINUS SPP..oooo, ASH
GLEDITSIA TRIACANTHUS............ HONEYLOCUST (THORNY)
PAULOWNIA TOMENTOSA............ EMPRESS TREE
PICEA PUNGENS..w oo, BLUE CEDAR DO NOT ALLOW MULCH TO TOUCH TRUNK
PINUS TAEDA oo, LOBLOLLY PINE
POPULUS SSP.ooooooeo POPLAR & COTTONWOOD
PYRUS CALLERYANA.. ..o, FLOWERING PEAR )
ROBINA PSUEDOACACIA............. BLACK LOCUST I, S INCHES DEERP NATURAL MATERIAL MULCH , —
e ~ ljym—————— 4 INCH DEEP SAUCER AT OUTER EDGE OF TREE'S DRIPLINE O | o
8. CHOSEN STREET TREES ARE SUBJECT TO APPROVAL BY THE CITY ENGINEER. R IiEMﬁMﬁMﬁMﬁMﬁMﬁ MﬁﬂﬁMﬁQﬁMﬁMﬁMﬁ' — | =
T T et et T T A <
9. ORNAMENTAL TREES GROWING LESS THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 15 FEET APART. === ITZWEWEWEWEWEW-_ DIG WIDE SHALLOW HOLE WITH TAPERED S R
=TT A aufil! ===l == SIDES. BREAK DOWN OR ROUGHEN SIDES e
10. SHADE TREES GROWING TALLER THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 30 FEET APART. === 1 '_*,.,j’|||ﬁMﬁMﬁm,:“ AND BOTTOM. WATER THOROUGHLY. DO L O
- T UNDISTURBED SUBSOIL  NOT TAMP. Ol D
SET BALL ON FIRM SOIL L] —
STAKING AND GUYING 0
REMOVE BURLAP & ROPE 1
11. STAKE OR GUY A TREE ONLY WHEN NECESSARY FOR THE SPECIFIC CONDITIONS ENCOUNTERED. STAKING MAY BE REQUIRED IN UNUSUAL CIRCUMSTANCES SUCH AS FROM TOP 1/3 OF THE BALL ) O
SANDY SOILS IN EITHER THE ROOT BALL OR ADJACENT SOILS OR IN EXTREMELY WINDY LOCATIONS. POOR—QUALITY TREES WITH CRACKED, WET, OR LOOSE ROOT D
BALLS, POORLY DEVELOPED TRUNK—TO—CROWN RATIOS, OR UNDERSIZED ROOT BALLS SHALL BE REJECTED IF THEY REQUIRE STAKING, UNLESS WRITTEN APPROVAL L1
TO PERMIT STAKING OR GUYING AS A REMEDIAL TREATMENT IS OBTAINED FROM THE CITY. L]
i
12. TREES THAT SETTLE OUT OF PLUMB DUE TO INADEQUATE SOIL COMPACTION EITHER UNDER OR ADJACENT TO THE ROOT BALL SHALL BE EXCAVATED AND RESET. IN .
NO CASE SHALL TREES THAT HAVE SETTLED OUT OF PLUMB BE PULLED UPRIGHT USING GUY WIRES. TREE DETAIL
13. WHEN REQUIRED, STAKING AND GUYING METHODS SHALL BE APPROVED BY THE CITY. IF NO STAKING OR GUYING REQUIREMENTS APPEAR ON THE DRAWINGS, SUBMIT
FOR APPROVAL A DRAWING OF THE STAKING OR GUYING METHOD TO BE USED. STAKES, ANCHORS, AND WIRES SHALL BE OF SUFFICIENT STRENGTH TO MAINTAIN NTS
THE TREE IN AN UPRIGHT POSITION THAT OVERCOMES THE PARTICULAR CIRCUMSTANCES THAT INITIATED THE NEED FOR STAKING OR GUYING. GUY WIRES SHALL BE e
GALVANIZED, MULTI—STRAND, TWISTED WIRE.
14. WHERE GUY WIRES ARE ATTACHED AROUND THE TREE, THE TRUNK SHALL BE PROTECTED WITH 3/4 IN. DIAMETER RUBBER HOSE, BLACK IN COLOR, AND OF
SUFFICIENT LENGTH TO EXTEND PAST THE TRUNK BY MORE THAN 6 IN.. STAKES AND GUYS SHALL BE INSTALLED IMMEDIATELY UPON APPROVAL OR PLANTING.
MULCHING
15. ALL TREES TO BE MULCHED WITH NATURAL MULCH: THE MULCH SHALL BE 3 IN. DEEP. MULCH SHALL NOT BE PLACED WITHIN 4 IN. OF THE TRUNKS OF THOSE o : BEE
TREES OR SHRUBS. Qa ¢ ziz
16. NO VOLCANO MULCHING IS ALLOWED. ANY MULCHED AREAS EXCEEDING THE DEPTH INDICATED ON THE NOTES OR SPECIFICATIONS SHALL HAVE THE EXCESS MULCH SE ?
REMOVED BY CONTRACTOR AND DISPOSED. e 22
< =5
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GENERALLY: 1. ALL PLANTS MUST BE HEALTHY, VIGOROUS AND FREE OF PESTS AND DISEASE. ALL PLANTS MUST BE HEALTHY, VIGOROUS AND FREE OF PESTS AND DISEASE. 2. STANDARDS SET FORTH IN "AMERICAN STANDARD FOR NURSERY STOCK" REPRESENT GUIDELINE SPECIFICATIONS ONLY AND SHALL CONSTITUTE MINIMUM QUALITY STANDARDS SET FORTH IN "AMERICAN STANDARD FOR NURSERY STOCK" REPRESENT GUIDELINE SPECIFICATIONS ONLY AND SHALL CONSTITUTE MINIMUM QUALITY REQUIREMENTS FOR PLANT MATERIAL. 3. ALL TREES MUST BE STRAIGHT TRUNKED AND FULL HEADED, UNLESS SPECIFIED OTHERWISE, AND MUST MEET ALL REQUIREMENTS SPECIFIED ON PLANS. ALL TREES MUST BE STRAIGHT TRUNKED AND FULL HEADED, UNLESS SPECIFIED OTHERWISE, AND MUST MEET ALL REQUIREMENTS SPECIFIED ON PLANS. 4. ALL TREES AND SHRUBS SHALL BE INSTALLED PER STANDARD CITY OF JOHNSON, AR'S REQUIREMENTS. ALL TREES AND SHRUBS SHALL BE INSTALLED PER STANDARD CITY OF JOHNSON, AR'S REQUIREMENTS. 5. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES DURING THE COURSE OF THE WORK.  THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY AND ALL DAMAGE TO UTILITIES, STRUCTURES, SITE APPURTENANCES, ETC. WHICH OCCURS AS A RESULT OF THE LANDSCAPE CONSTRUCTION AT NO COST TO THE OWNER. 6. NO STREET TREES OR PARK TREES OTHER AN THOSE OF A MAXIMUM 20 FEET TALL MAY BE PLANTED UNDER OR WITHIN TEN LATERAL FEET OF ANY OVERHEAD NO STREET TREES OR PARK TREES OTHER AN THOSE OF A MAXIMUM 20 FEET TALL MAY BE PLANTED UNDER OR WITHIN TEN LATERAL FEET OF ANY OVERHEAD UTILITY WIRE OR OVER OR WITHIN TEN LATERAL FEET OF AN UNDERGROUND WATERLINE, SEWER LINE, TRANSMISSION LINE OR OTHER UTILITY. 7. THE FOLLOWING TREES ARE NOT ALLOWED TO BE PLANTED IN THE CITY OF JOHNSON'S RIGHT OF WAY: THE FOLLOWING TREES ARE NOT ALLOWED TO BE PLANTED IN THE CITY OF JOHNSON'S RIGHT OF WAY: ACER NEGUNDO..........................BOX ELDER ACER SACCHARINUM..................SILVER MAPLE AILANTHUS ALTISSIMA...............TREE-OF-HEAVEN ALBIZIA JULIBRISSIN...................MIMOSA/SILK TREE FRAXINUS SPP...........................ASH GLEDITSIA TRIACANTHUS............HONEYLOCUST (THORNY) PAULOWNIA TOMENTOSA............EMPRESS TREE PICEA PUNGENS.........................BLUE CEDAR PINUS TAEDA.............................LOBLOLLY PINE POPULUS SSP............................POPLAR & COTTONWOOD PYRUS CALLERYANA..................FLOWERING PEAR ROBINA PSUEDOACACIA.............BLACK LOCUST 8. CHOSEN STREET TREES ARE SUBJECT TO APPROVAL BY THE CITY ENGINEER. CHOSEN STREET TREES ARE SUBJECT TO APPROVAL BY THE CITY ENGINEER. 9. ORNAMENTAL TREES GROWING LESS THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 15 FEET APART.  ORNAMENTAL TREES GROWING LESS THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 15 FEET APART.  10. SHADE TREES GROWING TALLER THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 30 FEET APART.  SHADE TREES GROWING TALLER THAN 20 FEET IN HEIGHT SHALL BE PLANTED A MINIMUM OF 30 FEET APART.  STAKING AND GUYING 11. STAKE OR GUY A TREE ONLY WHEN NECESSARY FOR THE SPECIFIC CONDITIONS ENCOUNTERED. STAKING MAY BE REQUIRED IN UNUSUAL CIRCUMSTANCES SUCH AS STAKE OR GUY A TREE ONLY WHEN NECESSARY FOR THE SPECIFIC CONDITIONS ENCOUNTERED. STAKING MAY BE REQUIRED IN UNUSUAL CIRCUMSTANCES SUCH AS SANDY SOILS IN EITHER THE ROOT BALL OR ADJACENT SOILS OR IN EXTREMELY WINDY LOCATIONS. POOR-QUALITY TREES WITH CRACKED, WET, OR LOOSE ROOT BALLS, POORLY DEVELOPED TRUNK-TO-CROWN RATIOS, OR UNDERSIZED ROOT BALLS SHALL BE REJECTED IF THEY REQUIRE STAKING, UNLESS WRITTEN APPROVAL TO PERMIT STAKING OR GUYING AS A REMEDIAL TREATMENT IS OBTAINED FROM THE CITY.  12. TREES THAT SETTLE OUT OF PLUMB DUE TO INADEQUATE SOIL COMPACTION EITHER UNDER OR ADJACENT TO THE ROOT BALL SHALL BE EXCAVATED AND RESET. IN TREES THAT SETTLE OUT OF PLUMB DUE TO INADEQUATE SOIL COMPACTION EITHER UNDER OR ADJACENT TO THE ROOT BALL SHALL BE EXCAVATED AND RESET. IN NO CASE SHALL TREES THAT HAVE SETTLED OUT OF PLUMB BE PULLED UPRIGHT USING GUY WIRES. 13. WHEN REQUIRED, STAKING AND GUYING METHODS SHALL BE APPROVED BY THE CITY. IF NO STAKING OR GUYING REQUIREMENTS APPEAR ON THE DRAWINGS, SUBMIT WHEN REQUIRED, STAKING AND GUYING METHODS SHALL BE APPROVED BY THE CITY. IF NO STAKING OR GUYING REQUIREMENTS APPEAR ON THE DRAWINGS, SUBMIT FOR APPROVAL A DRAWING OF THE STAKING OR GUYING METHOD TO BE USED. STAKES, ANCHORS, AND WIRES SHALL BE OF SUFFICIENT STRENGTH TO MAINTAIN THE TREE IN AN UPRIGHT POSITION THAT OVERCOMES THE PARTICULAR CIRCUMSTANCES THAT INITIATED THE NEED FOR STAKING OR GUYING. GUY WIRES SHALL BE GALVANIZED, MULTI-STRAND, TWISTED WIRE. 14. WHERE GUY WIRES ARE ATTACHED AROUND THE TREE, THE TRUNK SHALL BE PROTECTED WITH 3/4 IN. DIAMETER RUBBER HOSE, BLACK IN COLOR, AND OF WHERE GUY WIRES ARE ATTACHED AROUND THE TREE, THE TRUNK SHALL BE PROTECTED WITH 3/4 IN. DIAMETER RUBBER HOSE, BLACK IN COLOR, AND OF SUFFICIENT LENGTH TO EXTEND PAST THE TRUNK BY MORE THAN 6 IN.. STAKES AND GUYS SHALL BE INSTALLED IMMEDIATELY UPON APPROVAL OR PLANTING. MULCHING  15. ALL TREES TO BE MULCHED WITH NATURAL MULCH: THE MULCH SHALL BE 3 IN. DEEP. MULCH SHALL NOT BE PLACED WITHIN 4 IN. OF THE TRUNKS OF THOSE ALL TREES TO BE MULCHED WITH NATURAL MULCH: THE MULCH SHALL BE 3 IN. DEEP. MULCH SHALL NOT BE PLACED WITHIN 4 IN. OF THE TRUNKS OF THOSE TREES OR SHRUBS. 16. NO VOLCANO MULCHING IS ALLOWED. ANY MULCHED AREAS EXCEEDING THE DEPTH INDICATED ON THE NOTES OR SPECIFICATIONS SHALL HAVE THE EXCESS MULCH NO VOLCANO MULCHING IS ALLOWED. ANY MULCHED AREAS EXCEEDING THE DEPTH INDICATED ON THE NOTES OR SPECIFICATIONS SHALL HAVE THE EXCESS MULCH REMOVED BY CONTRACTOR AND DISPOSED.
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